




































































































































































SPECIFICATION

4. A/V In/Out Interface & A/V Standard

HDMI Output: Digital Video & Audio

TV SCART Output: RGB, CVBS, Audio L/R with Volume control
SPDIF Output : Digital Coaxial Audio

Video Bandwidth SD:5.0MHz(-3dB),HD:30MHz(-3dB)

Video Impedance 75Q

Video Voltage Level 1.0 Vp-p

Audio Freq. Range 20 7 20KHz

Audio Impedance 600Q

Audio Voltage Level

2V rms(5.6Vp-p)

5. Power Supply

Input Voltage AC 175~250V, 50/60Hz
Type SMPS

Power Consumption Max 25W

Stand By Consumption <0.5W

Protection Separate Internal Fuse

6. Panel & Physical Specification

IR 38KHz

Front Keys & Display 8-Keys, 4 Digit 7 Segment Display (Green)

LED 2LED (Standby Red. Lock Green)

RS-232 RS-232 (Bit Rate: 115200baud, Connector: 9-pin D-sub Male type)
Size (WxHxD) 220mm x 155mm x 45mm

Weight 750¢g

7. Environmental Condition

Operating Temperature 0~40°C

Storage Temperature -10°C~+50°C

Operating Humidity Range | 10~85% RH, Non-condensing
Storage Humidity Range 5~90% RH, Non-condensing




